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Passing in both directions *

No passing in both directions

Passing in one direction *

* See (A) for broken line dimensions.
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per day or greater.

® TYPE A DOTTED © TYPE B DOTTED
Used for entrance, exit and auxiliary lanes and lane drop markings Used for lane line extensions through intersections, turn lane taper markings and edge line extensions.
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*Width and color shall match line extending unless otherwise noted. *Width and color/ shall match line extending unless otherwise noted.
GENERAL NOTES:
|. Edge lines shall be placed on all
. " A. Multi-lane roadways; |
D TYPICAL 4 X 4 REFLECTORIZED PAVEMENT MARKERS (See QPL) B. Two-lane roadways with a traveled way width of 20 feet or greater and with an ADT of 6,000

Place edge lines, centerlines and lane lines to avoid longitudinal joints as directed by the project engineer.

If rumble strips are used, striping details remain unchanged.

Edge lines shall not be broken for minor driveways.

. Edge lines in a curb ond gutter section should be kept out of the gutter and clear from debris.

Centerlines shall be placed on roadways with a traveled way width of 16 feet or greater.

The lane line shall be contrast markings on concrete multi-lane roadways.

Where the clear width of a bridge is less than the clear width of the roadway, reflectorized pavement markers
shall be placed on the edge line at 20' centers.

. ==> indicates the direction of travel (not a pavement marker).
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